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SPUN 
ROCK 
WOOL 

Reg'd. 

-the insulation 
that will not corrode metals 

Made from Shale Rock only, by the Electric 
Furnace process, Spun Rock Wool is Non­
Corrosive-an important factor for certain 
conditi ons. 
Long-fibred, resili ent, light in weight, this bulk 
wool will not subside, even under vibration. 

Specify SPUN ROCK WOOL for 
Heat Cold Sound 

Supplied a lso in Batts, Blankets and Pipe Covering. 

For �b�~�t�l�l�t� wool Jllmp/• ""d /Nil in/or m11tio10, writ# to: 

SPUN ROCK WOOLS LIMITED 
THOROLD, ONT. 

or 

F. S. BRIDGES LTD., 8 Marlborough Ave., Toronto 5 
Distributor for Eastern Canada 

No more slipping in a 
s oapy tub or on a we t 
til e floor while trying to 
dodge a "shot" o f ic y 
cold o r scalding wat er­
When you use a shower bath 
regulated by a P owers safety 
shower mixer the temperature 
remains right where you want 
it. You can really enjoy the 
thrill of a comfortable shower 
in absolute safety • • • 
P owers mixers cost more­
They're worth more. Write 
for c irc ula r 2145. The 
Canadian Powers Regulator 
Co., Ltd., lg S Spadina A ve., 
Toronto. See your phone book. 

ANACONDA ELECTRO-DEPOSITED 

Pure Copper Sheets 
BONDED TO 

Building Paper 
Certain manufacturers of standard asphaltic 
build ing paper, are now producing a "Copper­
Armored" Product which is in growing demand. 

NON-POROUS ... DURABLE 
Damp-proof, wind-proof, dust-proof and excep­
tionally durable .. . names of 11Uttmfactttrers 
upotz reqttest. li\ 

�A�N�~�C�O�'�N�D�A� 
Coppzr ;,d.!"" - -

ANACONDA AMERICAN BRASS LIMITED 
New Toronto, Ont. 

Dominion Square Bldg., .Montreal 

INDEX OF ADVERTISERS 
Algoma Steel Corporation, Limited • 
Anaconda American Brass limited • 
Armstrong Cork and Insulation Co., Limited 
Associated Screen News Limited 
Brit ish Columbia Plywoods Limited 
Canada Crushed Stone C orporation lim ited 
Canadian General Electric Co .. Limited • 
Canadian Industries Limited 
Canadian Johns-Manvill e Co., Limited 
Canadian Powers Regulator, The, Co., limited 
Canadian Tube and Steel Products limited 
Canadian Westinghouse Co., Limited • 
Crane Li mited • 
Darling Brothers Limited 
Dominion Bridge Company, Limited • 
Dominion Oilcloth and linoleum Co., Limi ted 
Dominion Steel & Coal Corporation li mited 
Eaton, The T., Co., Li mited 
Frigidaire Corporation 
General Steel Wares Limit ed 
Gurney Foundry, The. Company, Limited 
International Nickel, The, Company of Canada, Limited 
International Varnish Company Limited 
LaSall e Stone & Marble C o., Limited • 
Lord and Burnham Company, Limited 
Metallic Roofing, The, Co., Limited • 
Northern Electric C ompany, Limited • 
Page-Hersey Tubes Limited 
Pil kington Brothers (Canada) limited 
Port Hope Sa nitary Mfg. C o., Lim ited 
Reardon, The, Company, Limited 
Reed, G eo. W ., & Co., Limited • 
Robbins & Myers, The, Co., of Canada Limi ted • 
Satin Finish Hardwood Flooring Limited 
Shawinigan Chemicals limited -
Sherwin-Willi ams, The, Co., of Canada lim ited 
Spun Rod Wools Limited • 
Standard Sanitary Mfg. Co., Limited 
Steel, The, Company of Canada limited • 
Trane Company of Canada, limoted • 
Venus Pencil Company, Lim ited • 
Wallaceburg Brass Limit ed 
Western Steel Products Corporation limited 

�B �a�c�~� Cover 
26 
18 
10 
12 
II 
14 
20 

I 
26 
13 
19 
6 
4 
3 
7 

24 
8 

22 
23 
20 

-Third Cover 
6 

15 
9 

18 
5 

21 
6 

22 
2 

18 
16 
8 

24 
16 
26 
25 
17 
10 

Second Cover 
12 
18 

Journal, Royal Architectural Institute of Canada, April, 1939. 



DOORS to the resta11ranl 
attht Regmt Palace Hotel, 
London, Eng. The doors 
are of Nickel Silver and 
etched glass 

ARCHITECT 
Olitter P. Bernard 

METALWOR K 

bJ Bl11111 ami Wray Ltd. 

A PERFECT MEDIUM 
DESIGNS FOR YOUR 

THE MODERN WHITE METAL for modern designs 
in architecture is Nickel Silver. Rich in tone, 
Nickel Silver blends perfectly with wood, stone, 
tile, marble, glass or other building materials. It 
may be brilliant or subdued in cone, according 
to your requirements. 

From the standpoint of cost, Nickel Silver is 
highly practical. Of equal importance is the fact 
that it is available in almost unlimited forms 
including a wide range of wrought shapes, cast 

compositions, extruded mouldings, sheet, strip 
and bars. Manufacturers engaged in working 
with Solid Nickel Silver find that it responds 
readily to ordinary fabricating processes. 

Because of its Nickel content, Nickel Silver is 
tough and durable. It is a solid white metal 
throughout with no coating to wear, chip, or peel 
away. You may count upon it for lifetime service. 

Consultation on your problems involving the 
application of Nickel alloys is invited. 

THE INTERNATIONAL NICKEL COMPANY OF CANADA, LIMITED ... 25 KING ST. WEST, TORONTO 

NICKEL SILVER 



The New Keewatin Channel Bridge on the Trans-Canada Highway. Dominion Bridge Company Limited, Structural Steelwork Contractor 

STEEL CLOSES A GAP 
IN THB TRANS-CANADA HIGHWAY 

THE steel, built centre arch of the Keewatin 
Channel Bridge forges another link in the Trans• 

Canada Highway. 
Completed in October 1938, this arch connects the 
highways from Manitoba and Ontario at the 
Keewatin Channel, eight miles east of the provincial 
boundary. For the first time a safe, direct highway 
now runs between the two provinces. 
A big tonnage of the steel used in construction of 
the Keewatin Channel Bridge was produced by the 
"Men of Algoma". Steel spans the vital stretch across 
the main waterway ••• reinforcing steel supports the 
entire structure •. • steel bars strengthen and decorate 
the attractive superstructure. 
In this impressive new bridge, and in bridges, build· 
ings, docks, retaining walls, and structures of all 
kinds throughout Canada, steel produced by the 
"Men of Algoma" carries the load. Steel from Algoma 

meets the strict specifications of Canadian engineers 
and metallurgists for railway track and equipment 
and for forging and machining into parts for auto• 
mobiles, machinery, agricultural and household 
utilities. 
In all their Canada-wide uses, products of Algoma 
Steel serve millions of Canadians every day. 

ALGOMA STEEL Structural Sections 
Standard I-Beams and Channels Structural Tees to 5* x 3!1.*. 

to IS". Steel Sheet Piling- Light, Inter• 
Angles in equal and unequal lees mediate and Heavy Types. 

to 6* x 611
• Reinforcing Bars, Round, Square, 

Structural Zees to 6~" x 3%". Twisted. 
6*-"H" Beams and a• X 6M' Modi- Rounds to 4:1-i'- Squares to 3*-

fied "H" Beams. Flat& to 12*. 
All sections available in carbon or alloy steel. 

ALGOMA STEEL CORPORATION, LIMITED 
Montreal SAULT STE. MARIE Toronto 

B.C. Agents: F. Drexel Company, Vancouver 


